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)nce amended) A method for forming a window covering paneL<Jomprising: 
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a removable magnetic sealing strip removably [disposable with] disposed within 
each of said channels by insertion and removal [into^aitfchannel] through said at least one 
opening[,]i 

wherein, when sajd^panels are overlapped, said inner vertical edges may be 
secured to each other by^aid removable magnetic sealing strips. 

^^/^ folding over a vertical edge of the panel to form a vertical )t£m\ 

stitching said vertical hem along a vertical line, v ^ud vertical stitching line 
including a gap; 

folding over a lower horizontal edge of>fhe panel to form a horizontal hem; 
stitching said horizontal hem aking a horizontal line[, wherein,] such that a 
channel is defined within said verticaj^nem with the horizontal and vertical stitching lines 
forming boundaries for said chjalnel and the gap forming an opening to said channel[, said 
method further comprising'the step of]; and 

removably disposing a magnetic sealing strip in said channel by inserting the 
magnetic seating strip through the gap in the vertical stitching line which thereby forms the 




opening to the channel . 



j Please add the following new claims: 



The window covering recited in claim A wherein each said removable magnetic 
sealing strip is a continuous magnetic strip. 

„, If \\ 

The window covering recited in clainv6r*wherein each said magnetic sealing strip 
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is a continuous magnetic strip. 

yf. ' ; The window coveringjrec^ e ach s ai d mag netkrseaiing-sirip — - 



is a cor 



^magnetic strip. 



yf. The window covering recited in claim 1 wherein each said removable magnetic 
sealing strip includes a plurality of magnets. 

Jflf! |( The window covering recited in claim 1 wherein said plurality of magnets are 
closely spaced together. 

^^jf 1S^^ Th e vviuduvv covering recited in cla i m 17 wherein said at least on e upeiiiug^brtfr 
^SJd« channel includes a plurality of openings formed by a plurality of gapjwtttfng said vertical 

stitching line, each of said plurality of magnets being remo^Wymsposed with said channels by 

insertion and removal through one of said p^irafity of openings. 

20. The window coveripg'fecited in claim 1 wherein said at least one opening into said 

channel includes ^-plurality of openings formed by a plurality of gaps along said vertical 




REMARKS 

The Office Action of January 5, 1995 and the references cited therein have been 
reviewed, and in view of the above changes and following remarks, reconsideration and 
allowance of all pending claims are respectfully requested. 

In the above Office Action, claims 1 and 5 were rejected under 35 U.S.C. §103 as being 
unpatentable over U.S. Patent No. 3,047,060 to Heimberg in view of U.S. Patent No. 4,802,523 
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